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Abstract
This paper studies the use of time stepping methods to integrate the equations which model the magne-
todynamic fields in ferromagnetic laminations. A new high-order time stepping method is compared to
well-known time stepping methods (Euler, Crank Nicolson, ...) for a diffusion problem of electromagnetic
fields in magnetic laminations with hysteresis. For validation purposes, firstly a theoretical problem with
analytical solution is solved. Afterwards, more realistic problems are studied. As the presented method
is A-stable, accurate numerical loops can be computed, even in the case of hysteresis effects.
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1 Introduction
In the field of modern electromagnetics the study of nonlinear diffusion of electromagnetic fields in
conducting media with gradual magnetic transitions is an important problem. In material exhibiting
hysteresis, the magnetic induction B is not only a function of the magnetic field H, but also of its history.
When simulating electromagnetic systems such as transformers and electrical machines, it is useful to
implement in the numerical model the magnetic material behaviour in a detailed way, especially if one
of the goals is to determine the losses in the magnetic laminations subject to dynamic fields. A model
for diffusion of fields in a lamination exists [1] and predicts the average induction in the lamination as
a function of the magnetic field waveform at the edge, based on measured hysteresis loops in strips of
the material. If the field waveform is considered in a sufficient number of points of e.g. a finite element
model of an electromagnetic system, the lamination model can be used to estimate the losses in the
lamination in a realistic way. Many studies focus on improving the integration in time of the parabolic
partial differential equations behind this problem. We compare the performance of existing numerical
methods with a method where a higher order method of lines is used.
The paper first explains a simple electromagnetic diffusion problem of magnetic fields in a lamination with
nonlinear hysteretic properties (section 2). Then, it gives an overview of methods for space discretization
(section 3) and time stepping, presents an improved version of the Crank-Nicolson method (section 4), and
proves its stability (section 5). For validation purposes, all presented methods are in section 6 applied to
the simple electromagnetic diffusion problem of magnetic fields of section 2, for which an exact analytical
solution is available. The lamination model in section 7 is a similar diffusion problem as in section 2, but
applicable to all magnetic materials. Several algorithm related parameters are investigated in order to
accurately reproduce the dynamic hysteresis loops in the material.
2 Model of diffusion of electromagnetic fields
We consider the problem of nonlinear diffusion of electromagnetic fields in conducting media with gradual
magnetic transitions. Therefore an Euclidean coordinate system is defined with the x-axis perpendicular
to the lamination. Throughout the lamination, the time periodic unidirectional flux φ(t) flows in the
z-direction and the magnetic field H has only one component: H = H(x, t)1z. Neglecting the edge
effects, we may assume the electric fields E and the flux density B to vary in the x-direction only. They
can be denoted by their only component that differs from zero: E = E(x, t)1y and B = B(x, t)1z.
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Maxwell’s equations become
∂H
∂x
= −σ E (1)
∂E
∂x
= −
∂B
∂t
. (2)
The particular diffusion model (3) is described in [2], where n is a measure of the sharpness of magnetic
transition and k is the proportionality factor of h and bn as in (4).

∂2bn
∂x2
= k σ
∂b
∂t
b(x, 0) = 0
b(0, t) = H0 t
1
n−1
(3)
H0 determines the magnetic field at the border (x = 0). The shifted magnetic field h and magnetic flux
densisty b are defined by
h = H −Hc, b = B +Bc and h =
bn
k
, (4)
with Hc the value for the initial magnetic field H and −Bc the value for the initial magnetic flux density
B. The electric conductivity σ gives rise to eddy currents in the lamination if changes in flux density
occur. As an equivalent formulation of (3) is

∂2H
∂x2
=
σ k
1
n
n
(H −Hc)
1
n
−1 ∂H
∂t
H(x, 0) = Hc
H(0, t) = Hc +
1
k
(H0 t
1
n−1 )n
, (5)
Mayergoyz [2] proves that the exact solution is given by
b(x, t) = H0 t
1
n−1
(
1−
x
v t
) 1
n−1
(6)
with velocity v =
√
n
(n− 1)
1
k σ
H
n−1
2
0 .
The analytical - and thus exact - solution of this diffusion problem will be used in section 6 to validate
the numerical methods, in particular the improved Crank-Nicolson method.
3 Method of lines
To approach the differentiation
∂2H
∂x2
the technique of finite elements can be used [3], but we choose to
use the method of lines [4] based on finite differences. The well-known Crank-Nicolson method (21) [5]
is based on the approximation
M2 =
1
(∆x)2
(Hi+1j − 2H
i
j +H
i−1
j ), (7)
of
∂2H
∂x2
, with Hij = H(xi, tj). This difference form transforms the partial differential equation (5) into a
ordinary differential equation of the form
dH
dt
= f(H, t). (8)
Note that
∂2H
∂x2
= M2 +O(∆x)
2.
A better approximation
∂2H
∂x2
= M4 +O(∆x)
4 can be made with
M4 =
1
(∆x)2
(−
1
12
Hi+2j +
4
3
Hi+1j −
5
2
Hij +
4
3
Hi−1j −
1
12
Hi−2j ). (9)
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4 Timestepping methods
In this paragraph, we give an overview of well known timestepping methods, and we explain the improved
Crank-Nicolson method.
Several families of methods have been developed to solve the first order problem
du
dt
= f(u, t) based on two types of methods: the multistep methods and the Runge-Kutta methods
[6] [7]. The difference can be found in the information that is used to find Hj+1 out of Hj : multistep
methods
uj+1 =
p∑
i=0
ai uj−i +∆t
p∑
i=0
bi fj−i +∆t b−1 fj+1 (10)
use information at previous time steps, while Runge-Kutta methods{
uj+1 = uj +∆t
∑s
l=1 blKl
Kl = f(uj +∆t
∑s
i=1 aliKi, tj + cl∆t), l = 1, 2, . . . , s
(11)
use information at intermediary steps in time in [tj , tj+1] as 0 ≤ ci ≤ 1, i = 1, 2, . . . , s. Runge-Kutta
methods can be compactly represented by the Butcher array [8]
c A
bT
(12)
with A the (s× s)-matrix with elements aij and b and c the (s× 1)-matrices with elements respectively
bi and ci.
Higher order methods require knowledge at intermediate points between uj and uj+1. As this information
is not always available, lower order methods are popular. Moreover in the case of partial differential
equations, improvements of the accuracy of the time integration, will be lost by the errors of the second
order discretization of x.
Multistep methods achieve a high order of accuracy by involving uj , uj−1, uj−2, . . ., uj−p for the deter-
mination of uj+1. A special class of multistep methods is the family of backward difference formulae.
The two-step, implicit, second order backward difference formula (BDF2)
uj+1 =
4
3
uj −
1
3
uj−1 +
2
3
∆t fj+1 (13)
The three-step, implicit, third order backward difference formula (BDF3)
uj+1 =
18
11
uj −
9
11
uj−1 +
2
11
uj−2 +
6
11
∆t fj+1 (14)
Special multistep methods are the first order explicit forward Euler method
uj+1 = uj +∆t f(uj , tj) (15)
and the first order implicit backward Euler method
uj+1 = uj +∆t f(uj+1, tj+1) (16)
The method (15) is also a special Runge-Kutta method with Butcher array
0
1
, (17)
while the method (16) is the first order BDF1 method.
Another special Runge-Kutta method is the second order explicit method of Heun{
uj+1 = uj +
∆t
2
(f(uj , tj) + f(uˆj+1, tj+1))
uˆj+1 = uj +∆t f(uj , tj)
(18)
It can be seen as the forward Euler method as predictor and the trapezoidal rule as corrector and is also
the explicit second order Runge-Kutta method
0
1 1
1
2
1
2
. (19)
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The trapezoidal rule
uj+1 = uj +
∆t
2
(f(uj , tj) + f(uj+1, tj+1)) (20)
as the mean of the forward and the backward Euler method, is a second order multistep method and
is popular due to its stability characteristics. The conventional Crank-Nicolson method is based on this
trapezoidal rule with (7) as function evaluations, which leads to
uij+1 = u
i
j +
∆t
2
(
(ui+1j+1 − 2u
i
j+1 + u
i−1
j+1) + (u
i+1
j − 2u
i
j + u
i−1
j )
(∆x)2
)
. (21)
When using (9) instead of (7) in combination with the trapezoidal rule, a method
uij+1 = u
i
j +
∆t
2 (∆x)2
(
4
3
(ui+1j + u
i+1
j+1 + u
i−1
j + u
i−1
j+1)−
(ui+2j + u
i+2
j+1 + u
i−2
j + u
i−2
j+1)
12
−
5
2
(uij + u
i
j+1)
)
.
(22)
arises which can be seen as an improved version of the Crank-Nicolson method.
5 Stability
A method is called zero-stable if small perturbations of data yield bounded perturbations of the numerical
solution when ∆t → 0. A better guarantee of stability is given by absolute stable methods. For a
problem where the analytical solution tends to zero, they produce a numerical solution (un)n>0 with
limn→+∞ un = 0. The forward Euler method is absolutely stable only for limited ∆t-values, while the
backward Euler method and the trapezoidal rule are unconditionally absolutely stable, also called A-
stable. The Dahlquist barrier [8] limits the order of A-stable multistep methods to two. Explicit methods
cannot be A-stable. This makes the forward Euler method and Heun’s method less interesting although
their implementation is more favourable.
The classical Crank-Nicolson method applied on the model problem y′ = λ y (λ a positive real number
and y of dimension m) with an exact solution tending to zero as time tends to infinity, involves the
solution of the system Ayn+1 = B yn [9].
In case of m = 5: yn = (u
0
n, u
1
n, u
2
n, u
3
n, u
4
n)
T ,
A =


1 0 0 0 0 0
−ρ/2 1 + ρ −ρ/2 0 0 0
0 −ρ/2 1 + ρ −ρ/2 0 0
0 0 −ρ/2 1 + ρ −ρ/2 0
0 0 0 −ρ/2 1 + ρ −ρ/2
0 0 0 0 0 1


(23)
with ρ = ∆t/(∆x)2 and
B =


1 0 0 0 0 0
ρ/2 1− ρ ρ/2 0 0 0
0 ρ/2 1− ρ ρ/2 0 0
0 0 ρ/2 1− ρ ρ/2 0
0 0 0 ρ/2 1− ρ ρ/2
0 0 0 0 0 1


. (24)
The asymptotic behaviour is determined by the eigenvalues of the matrixM = A−1B. As the requirement
|λi| ≤ 1 is naturally fulfilled, the conventional Crank-Nicolson method is unconditionally stable. Similarly
the method (22) is unconditionally stable.
In case of m = 7 (yn = (u
0
n, u
1
n, u
2
n, u
3
n, u
4
n, u
5
n, u
6
n)
T ), the matrices A and B related to method (22) can
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be written as respectively (25) and (26).
A =


1 0 0 0 0 0 0
0 1 0 0 0 0 0
ρ/12 −4 ρ/3 1 + 5 ρ/2 −4 ρ/3 ρ/12 0 0
0 ρ/12 −4 ρ/3 1 + 5 ρ/2 −4 ρ/3 ρ/12 0
0 0 ρ/12 −4 ρ/3 1 + 5 ρ/2 −4 ρ/3 ρ/12
0 0 0 0 0 1 0
0 0 0 0 0 0 1


(25)
and
B =


1 0 0 0 0 0 0
0 1 0 0 0 0 0
−ρ/12 4 ρ/3 1− 5 ρ/2 4 ρ/3 −ρ/12 0 0
0 −ρ/12 4 ρ/3 1− 5 ρ/2 4 ρ/3 −ρ/12 0
0 0 −ρ/12 4 ρ/3 1− 5 ρ/2 4 ρ/3 −ρ/12
0 0 0 0 0 1 0
0 0 0 0 0 0 1


(26)
6 Numerical Results
The diffusion problem (5) is solved by using 7 different numerical methods, in order to compare their
solutions with each other and with the exact analytical solution of the problem.
To solve the problem (5) we use a 20×20 grid in the (x, t)-field to apply several methods. All of them gave
satisfactory results, except the forward Euler method and Heuns method where the numerical solution
was instable. The maximum relative error at the gridpoints was of order 10−7 for the conventional Crank-
Nicoloson method, the backward Euler method, the BDF2, BDF3. This error was reduced when using
the method (22), as illustrated in Fig. 1 and Fig. 2 where the exact solution (6) and numerical solution is
presented at the time tend = 0.01 when using respectively the conventional Crank-Nicolson method and
method (22). In both cases the problem was solved under the conditions H0 = 5, Hc = 100, Bc = 1.6,
σ = 3 × 106, n = 7 and a (nx × nt)-grid in the (x, t) plane.
forward backward
CN2 CN4 Heun BDF2 BDF3 Euler Euler{
nx = 20
nt = 20
0.02590 0.01094 instable 0.02585 0.02554 instable 0.02508{
nx = 40
nt = 40
0.02640 0 .01095 instable 0.02638 0.02583 instable 0.02231{
nx = 80
nt = 80
0.02666 0 .01703 instable 0.02665 0.02819 instable 0.02352
Table 1: Average errors at t = tend for problem (5) for different time stepping methods
In Table 1 a survey is presented of the average error
eavg =
1
nx
nx∑
i=1
|H(xi, tend)−Hex(xi, tend)|/Hex(xi, tend) (27)
for several numerical methods where CN2 is the notation for the conventional Crank Nicolson method
(21) and CN4 for its improved version (22). The exact solution Hex can be deduced from (6) and (4).
The steep increase of B from −Bc to Bc after different time periods (t = 0.01, t = 0.05, t = 0.1) is shown
in Figure 3, where the wave grows in the positive direction of the x- and B-axis as t increases (thickness
of lines grows as t increases).
7 Lamination model
As the validity of method (22) is proven on the testexample (5) with known exact solution, we apply the
method (22) on a problem with great practical relevance as described below. The lamination model can
Improved Crank-Nicolson method for modelling diffusion of electromagnetic fields in hysteretic soft magnetic laminations
H for t=1 with CN: dotted line (exact), solid line (numeric)
H
x
100
120
140
160
180
0 5e–05 0.0001 0.00015 0.0002 0.00025 0.0003 0.00035
Figure 1: Exact and numerical solution of problem (5) throughout the lamination with conventional
Crank-Nicolson
deal with hysteretic magnetic properties of any magnetic material. These properties can be experimentally
determined by using a single sheet tester or Epstein frame.
The equation to solve is the parabolic differential equation found from (1) and (2) when inserting the
differential permeability µd = ∂B/∂H:
1
σ
∂2H
∂x2
= µd
∂H
∂t
(28)
with boundary conditions
∂H
∂x
(x = d, t) = 0, H(x = 0, t) = H0 sin(λ 2pi t) (29)
and initial conditions
H(x, t = 0) = 0. (30)
where 2 d is the thickness of the lamination.
Figure 5 shows the hysteresis loops produced by method (22) of problem (28)-(30) for H0 = 1500 and
parameters as in Table 2. The magnetic properties used, are these of an electrical silicon steel M700-50.
A distinction is made between static and dynamic loops based on respectively surface fields and average
inductions in [3]. For small values of σ the variation in the B-field is limited throughout the lamination,
which is depicted in Fig. 5.6 by the resemblance of the static and the dynamic loop. But comparing
Fig. 5.3 and Fig. 5.7 learns that the effect of a smaller σ is neutralized by higher differential permeability,
which can also be seen from (28. As for augmented frequencies λ, augmented thickness of the lamination
d or augmented permeability µ, the B-field is very much concentrated at the border of the lamination,
the peak induction of the dynamic loop is small as is illustrated by Fig. 5.4, 5.5, 5.8, 5.9, 5.10.
The situations of Fig. 5.1, 5.2 and 5.3 differ by the number of layers in the lamination. To study the
evolution of the magnetic field as a function of the number of layers in the lamination, we consider the
surface enclosed by the loop of the average B-field in the (H, B)-diagram with H0 = 1500. The surface
of the dynamic loop is the energy loss per cycle, in J/m3. Fig. 4 shows for several values of λ that a
minimum number of gridpoints along the lamination is required to avoid a reduction of this surface. In
case of lower frequencies, less layers are required to reach convergence.
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H for t=1 with advanced CN: dotted line (exact), solid line (numeric)
H
x
100
120
140
160
180
0 5e–05 0.0001 0.00015 0.0002 0.00025 0.0003 0.00035
Figure 2: Exact and numerical solution of problem (5) throughout the lamination with method (22)
B
x
t=0.01
t=0.05 t=0.1
–1.5
–1
–0.5
0
0.5
1
1.5
0.001 0.002 0.003 0.004
Figure 3: B(x, t) as a function of x for t = 0.01, t = 0.05 and t = 0.1
nx λ d σ µ
Fig. 5.1 5 1000 0.00025 3e6 µd
Fig. 5.2 15 1000 0.00025 3e6 µd
Fig. 5.3 30 1000 0.00025 3e6 µd
Fig. 5.4 40 100000 0.00025 3e6 µd
Fig. 5.5 40 100000 0.0025 3e6 µd
Fig. 5.6 40 1000 0.00025 3e4 µd
Fig. 5.7 40 100000 0.00025 3e4 µd
Fig. 5.8 40 1000 0.00025 3e6 100µd
Fig. 5.9 40 100000 0.00025 3e6 100µd
Fig. 5.10 40 100000 0.00025 3e4 100µd
Table 2: Parameter values for Figure 5
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surface dynamic loop
number of layers in the lamination
lambda=1000
lambda=5000
lambda=10000
0
500
1000
1500
2000
–10 10 20 30 40 50
Figure 4: The surface within the dynamic hysteresis loops for the lamination model with method (22)
for several frequencies as a function of nx
8 Conclusions
The simulation of the nonlinear diffusion of electromagnetic fields in conducting media with gradual
magnetic transitions was possible with several numerical methods. A-stability turned out to be a necessary
condition to obtain accurate results. This property is one of the characteristics of the improved Crank-
Nicolson method, which was deduced in this paper. Numerical results confirm the theoretical findings.
For a theoretical testexample a reduction of the error was noticed with the improved Crank-Nicolson
method, which can be explained by the higher order approximation of the derivation in space that is used
with this method.
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Figure 5: Hysteresis loops (static and dynamic) for the lamination model with method (22) and param-
eters as in Table 2
9
